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Sentinel's S800ED-TBAR is a “touch bar” style exit device 
and is suitable for all types of doors (aluminum, hollow 
metal, or wood) where there is no projection on the face. 
Manufactured from extruded anodized aluminum, the 
S800ED-TBAR is durable enough for the most demanding 
applications. The S800ED-TBAR can be used with any of the 
trims listed below. Available in Anodized Aluminum, 
Duranodic and Stainless Steel. 

Certification: 
Stile: 4 ¼” minimum on glass doors. Extruded anodized 
aluminum push bar, stainless steel springs. Stainless steel 
latch, ¾” throw – 5/ 8" dead latch. 2 ¾” backset covers 161 
prep, includes latch & strike filler plates. Surface mounted 
for 5/8" stop with shim. Projection: 2 ½”. Reversible – 
non-handed. Door thickness: 1 ¾” standard. Door width: 36" 
can be field sized to 30". ½ turn hex key dogging. 

S800ED-TBAR 
RIM EXIT DEVICE 

S800 SERIES EXIT DEVICE TRIMS 

S800RC 
RIM CYLINDER 
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PULL TRIM W/ CYL. PREP
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DOUBLE DOOR STRIKE 

S800SVR-TBAR 
SURFACE VERTICAL 
ROD EXIT DEVICE 

Sentinel's S800SVR-TBAR Surface Vertical Rod exit 
device is the perfect choice for double door 
applications without mullions. Reversible for right or 
left hand doors. They’re ideal for new constructions or 
renovations. Our S800SVR panics can be used with 
any of the trims listed below. Available in Anodized 
Aluminum or Stainless Steel. 

Certification: 
Stile: 4 ¼” minimum on glass doors. Door Height not 
to exceed 7'. Extruded anodized aluminum push bar, 
stainless steel springs. Pullman type top latch and 
bottom bolt assembly. Projection: 2 ½”. Non-handed. 
Door width: 36" cab be field sized to 30". ½ turn hex 
key dogging. 
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• Listed by Underwriters Laboratories Inc. for Panic Hardware.

• Meets ANSI A156.3-2001 Grade 2 standards, ensuring security and durability for high-traffic areas, rated for 
250,000 cycles.

• Requires a 2" mounting surface, suitable for Narrow, Medium, and Wide Stile Aluminum Doors, as well as 
Hollow Metal and Wood Doors.

• Non-handed design, compatible with both LHRB (Left Hand Reverse Bevel) and RHRB (Right Hand Reverse 
Bevel) door applications.

• The S801 Series features a 1" forged steel latch bolt with a 5/8" throw for secure engagement with the 
frame-mounted roller strike.

• Constructed with a 6063 hardened anodized aluminum push bar and casing, a steel back plate base, and 
coated metal end caps for an attractive and durable finish.

• Includes hex dogging key for dogging the touch bar and a standard external key rim cylinder for outside 
unlatching.

Available for 36" or 48" door widths

Available finishes:

AL: Aluminum and DU: Storefront Bronze



Sentinel's 800 Series EXDNS Narrow Stile Exit Devices are the perfect economic solution for narrow framed glass 
doors. Both RIM style and Concealed Vertical Rod models are available and are suitable for narrow, medium or wide 
stile aluminum doors. The narrow projection permits use on doors having frames as narrow as 1 3/4", and all wider 
ones as well. Each model utilizes a contoured cross-bar and easy to operate dogging, and all wear points are 
insulated with nylon sleeves and rollers to maintain the Sentinel Standard of Excellence.. 

Certification: 
Contoured anodized aluminum cross bar, stainless steel springs. Backset: 1 5/32" from edge of door to center line of 
device. Strike: Rim mounted roller strike with shim. Projection: 4 ¾”. Stile: 1 7/8" minimum. Handing: Handed, please 
specify RH or LH. Door Thickness: 1 ¾” standard. Door Width: Up to 42". Accepts Rim cylinder only. Dogging: Inside – 
push up dog pin, rotate with screwdriver; Outside – by key cylinder. Available in Aluminum and Duranodic. 

Sentinel's 800 Series EXDNS Narrow Stile Exit Devices are the perfect economic solution for narrow framed 
glass doors. Both RIM style and Concealed Vertical Rod models are available and are suitable for narrow, 
medium or wide stile aluminum doors. The narrow projection permits use on doors having frames as narrow as 
1 3/4", and all wider ones as well. Each model utilizes a contoured cross-bar and easy to operate dogging, and 
all wear points are insulated with nylon sleeves and rollers to maintain the Sentinel Standard of Excellence.. 

Certification: 
Contoured anodized aluminum cross bar, stainless steel springs. Door Height: 7' standard. Backset: 
Center template on narrow door stile. Strike: Top – flat mortise, Bottom – flat mortise or directly 
through threshold. Projection: 4 ¾”. Stile: 1 7/8" minimum. Handing: Reversible, non-handed. Door 
Thickness: 1 ¾” standard. Door Width: Up to 42". Accepts only mortise cylinder. Dogging: Inside – 
push up dog pin and rotate with screwdriver; Outside – by key cylinder. Available in Aluminum and 
Duranodic. 

S800EXD-RIM NARROW 
STILE RIM EXIT DEVICE 

S800EXD-CVR NARROW 
STILE CVR EXIT DEVICE 

S800-913 
Optional 
Cylinder 
Mounting Pad 
available 

TEL. 800.327.7848  FAX 888.412.3667  www.sentineldoor.com  sales@sentineldoor.com 
Sentinel Door Controls 


